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LAMP PHOTOMETRIC REPORT

MODEL: 93TL206750WW/BL

POWER: 50W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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AVERAGE BEAM ANGLE(50%):89.2 DEG

0

500

1000

1500

2000

2500

TOTAL FLUX: 5265.3 lm



  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

2434 2421 2399 2388 2386 2391 2406 2424 228.8 228.8 4.35

2470 2487 2435 2434 2407 2438 2439 2493 689.6 918.3 17.4

2173 2397 2228 2370 2197 2354 2179 2393 1109 2027 38.5

1407 1782 1513 1816 1505 1767 1431 1769 1237 3265 62

748.3 955.0 801.8 997.5 818.7 956.5 755.6 940.2 934.9 4200 79.8

417.3 454.3 415.4 472.9 451.8 459.0 395.0 443.5 557.9 4757 90.4

240.4 214.8 206.4 220.3 254.7 217.0 196.1 208.2 313.5 5071 96.3

108.0 79.31 76.33 79.84 114.3 77.70 68.97 75.43 155.8 5227 99.3

1.757 1.680 1.487 1.605 1.618 1.394 1.269 1.430 38.56 5265 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:09 August 2022 Remarks:



EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 2 Of 3

LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93TL206750WW/BL

POWER: 50W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 2388

5 2406

10 2434

15 2466

20 2470

25 2390

30 2173

35 1820

40 1407

45 1029

50 748

55 553

60 417

65 318

70 240

75 172

80 108

85 49.7

90 1.76

10

2388

2406

2433

2465

2472

2400

2193

1840

1436

1053

761

560

420

318

239

171

107

48.1

1.76

20

2388

2404

2431

2463

2476

2421

2238

1912

1500

1103

804

575

422

312

228

159

96.7

39.9

1.74

30

2388

2403

2428

2461

2484

2456

2316

2029

1630

1212

862

609

434

312

221

149

87.0

34.6

1.71

40

2388

2401

2424

2457

2488

2485

2386

2142

1763

1329

940

652

452

315

217

142

82.0

31.5

1.71

50

2388

2399

2419

2451

2486

2491

2407

2181

1801

1372

970

666

457

314

213

136

76.6

28.6

1.65

60

2388

2396

2414

2443

2475

2470

2369

2119

1733

1299

919

640

443

307

208

132

74.8

26.5

1.61

70

2388

2394

2408

2435

2459

2438

2307

2026

1628

1209

861

607

429

301

206

133

75.5

25.2

1.55

80

2388

2392

2404

2428

2445

2407

2250

1944

1538

1135

813

582

417

297

205

134

75.7

24.0

1.52

90

2388

2390

2399

2421

2435

2391

2228

1917

1513

1117

802

576

415

297

206

135

76.3

23.8

1.49

100

2388

2387

2396

2416

2431

2392

2236

1931

1529

1130

811

582

418

298

206

134

75.8

23.6

1.50

110

2388

2386

2393

2412

2432

2409

2281

2004

1612

1200

857

606

430

303

207

134

75.5

24.7

1.49

120

2388

2385

2391

2410

2435

2430

2334

2094

1718

1294

920

643

447

310

209

133

74.7

25.7

1.55

130

2388

2384

2389

2408

2435

2443

2375

2172

1815

1400

998

688

471

323

217

138

77.1

28.4

1.57

140

2388

2383

2388

2407

2432

2436

2366

2162

1817

1395

997

691

475

328

223

144

82.6

31.0

1.64

150

2388

2382

2387

2404

2423

2412

2314

2080

1719

1307

938

660

464

329

230

153

88.9

35.1

1.64

160

2388

2382

2387

2404

2415

2381

2244

1967

1586

1189

859

620

451

329

237

163

98.2

40.1

1.69

170

2388

2382

2387

2402

2408

2360

2199

1899

1509

1125

819

601

447

334

248

175

108

48.2

1.69

180

2388

2381

2386

2400

2407

2359

2197

1895

1505

1122

819

603

452

341

255

181

114

53.8

1.62

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:09 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 93TL206750WW/BL

POWER: 50W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 2388

5 2382

10 2387

15 2402

20 2409

25 2365

30 2208

35 1908

40 1515

45 1128

50 821

55 605

60 451

65 338

70 251

75 178

80 111

85 51.3

90 1.58

200

2388

2382

2387

2403

2415

2385

2253

1978

1593

1192

862

623

455

334

242

169

103

43.8

1.48

210

2388

2383

2388

2406

2425

2413

2312

2068

1695

1278

916

649

461

329

232

155

90.5

36.4

1.46

220

2388

2384

2390

2410

2435

2435

2356

2138

1772

1356

966

670

465

323

222

144

81.0

29.9

1.42

230

2388

2385

2393

2414

2440

2438

2352

2126

1762

1334

947

656

453

313

212

135

74.4

24.9

1.37

240

2388

2387

2395

2418

2440

2422

2304

2041

1657

1237

879

615

430

300

203

129

70.7

20.8

1.35

250

2388

2388

2399

2422

2437

2395

2239

1934

1531

1129

802

574

409

289

197

126

68.7

17.9

1.30

260

2388

2390

2402

2425

2436

2378

2197

1871

1463

1076

772

555

401

286

198

127

69.5

17.0

1.29

270

2388

2392

2406

2431

2439

2374

2179

1842

1431

1049

756

545

395

283

196

126

69.0

16.4

1.27

280

2388

2394

2410

2437

2449

2392

2207

1878

1467

1076

771

554

399

285

197

127

69.6

17.5

1.29

290

2388

2396

2415

2444

2464

2423

2261

1949

1538

1131

817

570

405

286

196

125

68.7

18.7

1.31

300

2388

2398

2418

2451

2480

2464

2339

2064

1667

1239

875

608

423

294

199

127

70.0

21.5

1.36

310

2388

2400

2422

2457

2492

2490

2391

2146

1763

1325

934

642

440

302

204

130

72.3

24.7

1.41

320

2388

2402

2426

2460

2495

2493

2395

2154

1774

1341

947

650

447

310

213

139

78.5

29.6

1.45

330

2388

2403

2429

2463

2490

2469

2340

2063

1669

1244

881

618

436

311

219

147

87.2

34.5

1.51

340

2388

2404

2431

2464

2482

2438

2272

1961

1555

1149

822

589

429

316

230

161

98.4

41.7

1.54

350

2388

2405

2432

2465

2475

2410

2214

1876

1463

1074

788

569

425

321

241

171

108

50.0

1.65

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:09 August 2022 Remarks:


