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LAMP PHOTOMETRIC REPORT

MODEL: 99LED966

POWER: 28W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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AVERAGE BEAM ANGLE(50%):112.4 DEG
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TOTAL FLUX: 2308.2 lm



  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

789.2 788.0 788.2 790.0 788.2 789.5 790.2 792.5 76.07 76.07 3.3

748.6 746.8 748.0 749.1 748.3 748.5 750.5 750.5 218.2 294.2 12.7

681.4 679.5 680.2 681.8 682.3 682.8 684.3 685.0 331.2 625.5 27.1

590.7 587.7 588.4 590.7 591.7 592.8 594.9 595.7 400.0 1026 44.4

479.0 475.8 475.7 478.9 480.3 481.5 484.7 484.5 414.7 1440 62.4

351.3 347.4 348.6 352.1 353.0 354.7 358.4 357.6 373.4 1814 78.6

218.0 212.9 215.7 219.6 219.5 221.0 225.2 225.5 283.4 2097 90.9

92.53 88.64 91.18 94.42 94.18 94.69 99.22 99.43 164.2 2261 98

1.290 1.278 1.290 1.298 1.114 1.114 1.344 1.132 46.96 2308 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:15 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99LED966

POWER: 28W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 804

5 799

10 789

15 772

20 749

25 718

30 681

35 639

40 591

45 536

50 479

55 416

60 351

65 284

70 218

75 153

80 92.5

85 39.8

90 1.29

10

804

800

790

773

749

718

682

639

591

536

478

417

351

284

216

152

91.9

39.0

1.29

20

804

801

791

775

749

719

683

640

591

537

478

416

350

282

215

150

90.1

38.0

1.29

30

804

800

789

772

748

717

680

638

589

536

477

415

349

281

214

149

89.6

37.6

1.28

40

804

800

788

772

747

716

679

636

588

534

476

413

347

280

213

148

88.5

36.8

1.28

50

804

799

788

770

747

716

680

636

587

534

476

413

347

280

213

148

88.8

36.9

1.28

60

804

799

788

771

748

717

678

636

587

534

475

412

347

279

213

148

88.4

36.7

1.28

70

804

799

789

772

748

717

680

637

588

533

475

413

347

281

214

149

89.6

37.2

1.28

80

804

802

790

772

747

716

680

637

587

534

476

413

348

282

214

150

89.8

37.3

1.29

90

804

800

788

772

748

716

680

637

588

535

476

414

349

282

216

151

91.2

38.0

1.29

100

804

802

789

772

747

716

679

636

587

534

476

414

349

282

216

152

91.6

38.4

1.29

110

804

799

790

771

748

718

679

637

589

536

477

415

350

284

218

153

93.0

39.1

1.29

120

804

801

789

773

748

718

681

639

590

537

477

415

351

285

218

154

93.2

39.4

1.30

130

804

801

790

773

750

719

682

639

590

537

479

416

352

286

219

155

94.4

40.1

1.30

140

804

801

790

773

749

719

681

639

592

537

479

418

352

287

220

155

94.4

40.3

1.30

150

804

799

788

771

747

717

681

637

589

536

479

417

352

286

220

155

94.8

40.7

1.29

160

804

800

790

773

749

717

682

639

589

537

480

418

353

286

220

155

94.2

40.6

1.29

170

804

803

789

774

750

718

683

640

592

537

480

418

353

287

220

156

94.7

40.7

1.29

180

804

800

788

772

748

717

682

639

592

538

480

418

353

286

219

155

94.2

40.5

1.11

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:15 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99LED966

POWER: 28W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 804

5 801

10 790

15 773

20 749

25 719

30 682

35 639

40 591

45 538

50 479

55 418

60 353

65 286

70 219

75 154

80 93.2

85 40.1

90 1.11

200

804

801

792

776

751

721

685

642

593

540

482

420

355

288

220

155

94.1

40.6

1.11

210

804

800

789

773

750

719

683

640

592

538

481

419

354

287

220

154

93.4

40.4

1.11

220

804

800

790

775

749

720

683

641

593

540

482

421

354

288

221

156

94.7

41.2

1.10

230

804

800

789

774

748

720

683

641

592

539

481

419

355

288

221

156

94.7

41.6

1.13

240

804

800

792

774

750

721

684

642

595

541

483

421

356

289

223

157

96.6

42.8

1.17

250

804

800

791

773

750

720

684

642

593

541

483

422

357

291

223

158

97.2

43.5

1.29

260

804

802

792

775

751

722

685

644

596

541

485

423

358

292

225

160

99.1

44.7

1.34

270

804

802

790

774

751

721

684

642

595

541

485

422

358

292

225

160

99.2

44.9

1.34

280

804

800

791

774

752

721

685

643

594

543

485

423

359

292

226

162

101

45.6

1.26

290

804

802

789

775

750

721

684

643

595

543

484

423

359

292

226

161

100.0

45.4

1.18

300

804

800

791

774

751

723

686

644

594

543

486

423

359

293

227

162

101

45.5

1.13

310

804

801

792

775

751

721

684

643

595

543

484

423

358

292

226

161

99.6

44.8

1.13

320

804

802

793

775

750

722

685

642

596

542

485

423

357

292

225

161

99.3

44.3

1.13

330

804

799

789

771

749

719

683

640

593

539

482

420

355

289

223

158

97.2

42.9

1.13

340

804

801

790

773

750

719

685

641

592

538

482

419

355

288

222

157

96.5

42.3

1.13

350

804

800

789

773

750

719

683

639

591

538

480

417

353

286

220

155

94.2

40.9

1.15

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:15 August 2022 Remarks:


